
OPERATION TABLE
-OPTB  500

** Subject to change in design and / or specification without advance notice.

The Plantech Motorised Operation 
table manufactured and developed, 
exclusively for the ophthalmic 
surgeon is very stable and versatile. 
Its ergonomic design ensures both 

surgeon and patient comfort.

The Plantech OPTB-500 has a maximum 
height of 890 mm and minimum height of 
610 mm ideal for standing or sitting working 
position.

Choice of head sections give easy access 
to the patient, whilst allowing maximum leg-
room and space for equipment pedals.
The adjustable cushioned head-rest 
ensures patient comfort and restraint during 
operations

Patient comfort is assured with deep 
antistatic poly-urethane cushions which are 
easy to clean and are wide enough to allow 
patient to lie with their arms by their sides 
without the need for additional armbands.

The adjustable wrist support provides 
comfort and stability while operating.

Trendelenberg (head low position) and 
reverse trendelnberg facility ensures safety 
during emergencies.
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OPTIONAL ACCESSORIES
• Optional Head rest with side trays
• Patient drape stand
• Additional I.V.Poles
• Surgical instrument tray

SPECIFICATIONS
Maximum height 890 mm
Minimum height 610 mm
Vertical adjustment range 280 mm
Total length 1880 mm
Total width 690 mm
Base Size 920 mm X 535mm
Over all dimensions (body only) 690 mm X 1880 mm
Uphoistry length (w/o headrest) 1595 mm
Uphoistry width 600 mm
Trendelenberg (head-low) 290Degrees
Reverse trendelengberg 16 Degrees
Current 230 V A/C-50 Hz.

(110 V/60Hz-optional)
Power consumption 340 VA
Elevation speed 11mm/Per sec

(approximate)
Weight capacity 125 Kgs
Gross weight 120 Kgs


